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OBJECTIVE

YOU WILL KNOW
HOW TO OPERATE

THE BATTERY
CHARGER, THE

DIFFERENCE
BETWEEN U.S. AND

EUROPEAN
VOLTAGE, AND HOW

TO USE OF THE
POWER ADAPTER.
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BATTERY CHARGER
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115V/230V SWITCH

115V/230V
SWITCH
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AC POWER SOURCE CONNECTION
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ONE BATTERY INSTALLED
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TWO BATTERIES INSTALLED
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AC OPERATION
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DC POWER SOURCE CONNECTION
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POWER CABLE

DC POWER
CABLE SOCKET
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ADDITIONAL BATTERY INFORMATION

AT TEMPERATURES BETWEEN +14° AND +122° F, IT WILL TAKE UP TO 
SEVEN HOURS TO CHARGE AN EMPTY BATTERY.  AT TEMPERATURES 
BELOW +14° F, IT MAY TAKE UP TO 14 HOURS TO FULLY RECHARGE 

THE BATTERY.

DISPOSE OF BATTERIES IN ACCORDANCE WITH ESTABLISHED
MILITARY, FEDERAL, AND LOCAL PROCEDURES TO PRECLUDE

DAMAGE TO THE ENVIRONMENT.

TO MAXIMIZE THE EFFICIENCY OF NEW BATTERIES, DISCHARGE
AND RECHARGE THEM THREE TIMES.  TO DISCHARGE, USE THE 

SYSTEM UNTIL “BATTERY LOW” WARNING, BUT CONTINUE TO USE 
THE SYSTEM UNTIL “BATTERY EMPTY” WARNING, THEN RECHARGE.  
THIS PROCEDURE WILL PROPERLY CONDITION THE NEW BATTERIES.
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LEICA BATTERY RECOMMENDATIONS
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LEICA BATTERY RECOMMENDATIONS (CONT’D)


